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Polar intensity diagram Quantity estimation diagram UGR diagram
120° 180 120° nr. of luminaires 16.0
Nroom: 2.8 M ’ hroom: 2.8 M
Reflectances: 0.70, 0.50, 0.20 \ Refl: 0.70 0.50 0.20
90° 60 Maintenance factor: 1.0 m Ceiling mounted
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.17 Reflectances for ceiling, walls and working plane (CIE) PCIane 00| 450/ 90.0
Service downward  0.83 Room™ 20 080 | 070 070 070 070 | 050 050 | 0.30 0.30 | 0.00 e
Index| 050 0.50 | 0.50 0.50 0.50 0.30 | 0.30 0.10 | 0.30 0.10 | 0.00 4501 74941 7917 12087
CIE flux code 37 66 86 83 100 K 0.30 0.10 | 0.30 0.20 0.10 0.10 | 0.10 0.10 | 0.10 0.10 | 0.00 50.0| 7164| 7506| 11790
55.0| 6876| 7110| 11409
S/H ratio crosswise max. 1.8 060 | 041 039 | 040 039 038 030 | 029 024 | 027 023 | 020 60.0| 6606, 6740 10944
lengthwise max. 1.7 0.80 | 051 048 | 049 048 046 038 | 036 0.31 | 0.34 030 | 0.26 65.0] 6362| 6399] 10368
1.00 | 059 0.55 | 0.57 0.55 0.53 045 | 043 037 | 0.40 0.35 | 0.31 70.0| 6152| 6097| 9593
125 | 067 062 | 0.64 062 059 0.52 | 0.49 044 | 046 0.41 | 037 75.0| 5964| 5826| 8484
UGRcen (4HxgH, 0.25H) 25 150 | 0.73 067 | 070 067 0.64 057 | 0.54 049 | 0.51 046 | 041
UTE71-121; 0.83G +0.17T £00; SB0B| 5993 6972
: - - 200 | 0.83 0.74 | 079 075 072 0.65 | 0.61 0.57 | 0.58 0.54 | 048 50| 5696 | 5423|4750
250 | 0.89 079 | 0.85 0.80 0.76 071 | 0.66 0.62 | 0.63 0.59 | 0.53 -
300 | 094 082 | 090 0.84 0.80 0.75 | 0.70 0.66 | 0.66 0.63 | 0.57 900 5619] 5325 3072
4.00 | 1.01 087 | 096 0.90 0.84 080 | 075 0.72 | 0.71 068 | 0.61 (cd/m2)
500 | 1.05 090 | 099 0.93 0.87 083 | 0.78 0.75 | 0.74 0.71 | 0.64
Ceiling mounted
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LEDINAIRE BATTEN BNO60C L1200 2xTLED16/840 PSU
2 x 1600 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
120° 180 120° nr. of luminaires 16.0
Proom: 2.8 M ' 1125 Proom: 2.8m
Reflectances: 0.70, 0.50, 0.20 108 Refl: 0.70 0.50 0.20
90° 24 Maintenance factor: 1.0 m Ceiling mounted
Ceiling mounted 750 Ix
12.0 11 : viewed endwise
, 18 Y : viewed crosswise
% ﬂrl/ / T \\ Y :Parallel to viewing dir,
12 1125
| [ — 8.01 1122
300 Ix. 1 125
[ —— 125
6 — \‘
1 [ —
0 40+
(cd/1000 Im) 0° LO.R=1.00 10 30 50 70 90 (m) 4.0 8.0 120 m 16.0
0-180° 90-270° X
Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 0.11 Reflectances for ceiling, walls and working plane (CIE) PCIane 00| 450/ 90.0
Service downward  0.89 Room™ e0 080 | 070 070 070 070 | 050 050 | 0.30 0.30 | 0.00 e
Index| 050 0.50 | 0.50 0.50 0.50 0.30 | 0.30 0.10 | 0.30 0.10 | 0.00 4501 82621 8096 9178
CIE flux code 39 69 89 89 100 K 030 0.10 | 030 020 0.10 0.10 | 0.10 0.10 | 0.10 0.10 | 0.00 500| 8246] 7967| 8986
55.0| 8200| 7849| 8742
S/H ratio crosswise max. 1.7 060 | 043 040 | 0.41 040 039 032 | 031 026 | 029 025 | 022 60.0| 8363] 7794| 8441
lengthwise max. 1.7 080 | 053 049 | 051 050 048 040 | 039 0.33 | 037 032 | 029 65.0| 8399| 7817| 8060
1.00 | 061 057 | 0.59 0.57 0.55 047 | 045 040 | 0.43 0.39 | 0.35 70.0| 8268| 7866| 7526
125 | 069 063 | 0.67 0.64 062 0.54 | 0.52 047 | 050 0.45 | 0.41 75.0| 7933| 7756| 6771
UGRcen (4Hx8H, 0.25H) 2 150 | 076 0.69 | 073 070 0.67 0.60 | 0.57 0.52 | 0.55 0.50 | 046 00| 7526| 731a| 5605
UTE71-121: 0.89G +0.11T 200 | 085 076 | 082 0.78 0.74 068 | 0.65 060 | 0.62 058 | 054 50| 7012] 6680|3843
250 | 092 081 | 088 0.84 079 074 | 0.70 0.66 | 0.67 0.64 | 0.59 -
300 | 097 085 | 093 0.88 0.83 078 | 0.74 0.71 | 0.71 068 | 0.63 900 6799] 6169] 2048
4.00 | 1.03 089 | 099 093 087 083 | 079 0.76 | 0.76 0.73 | 0.68 (cd/m2)
500 | 1.08 092 | 1.03 096 0.90 086 | 0.83 0.80 | 0.79 0.77 | 0.71
Ceiling mounted
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